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The lifeguard chair superstructure shall be manufactured of ASTM A-554 certified 1.90" x .065" wall thickness

Type 304 stainless steel polished to a 320 grit finish.  The platform decking frame shall be made of 1 1/4" x 1 1/4"

x 3/16" thick Type 304 stainless steel angle, polished to a 320 grit finish.

1

Specifications

2

The main platform decking shall be a resin coated fiberglass reinforced grating in a "T" bar construction.

The top surface shall have a white, non-skid surface.  The decking shall recess into a stainless steel frame

such that no portion of the side of the "T" bar shall be visible to the user.  The overall platform area shall

measure 43" x 39" and be located 2'-9" above the pool deck.

3

The seat, backrest, and front step shall be a resin coated fiberglass reinforced grating in a "T" bar construction.

The top surface shall have a white, non-skid surface.  The seat shall be located at a height of 4'-0" (48") above

the pool deck.

General

The stainless steel frame shall be electro-chemically passivated on all worked areas for maximum corrosion resistance.

All bends shall be smooth and wrinkle free.  All hardware shall be 18-8 stainless steel.  Custom designs and modifications

are available upon request.
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Rubber sleeves shall be provided on the base for additional support.

4

5

The posts of the superstructure shall have rubber bumpers installed on them to prevent damage to pool deck tile, as

well as to aid in preventing movement of the chair while in use.

The lifeguard chair shall be provided with an umbrella ring guide, attached to the superstructure, and umbrella base

holder, attached to the fiberglass decking, as a means to attach an umbrella to the lifeguard chair.  Appropriate high

wind warning labels shall be provided on the platform superstructure.

6

7

The lifeguard chair shall be provided with a rescue tube/life ring holder which shall attach to the superstructure.  The

holder shall be removeable to locate it on either the right or left side of the chair.
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