
engineering specifications

•	 	The	pump	strainer	shall	consist	of	
a	______	(red	brass/cast	iron)	body,	
cover	with	O-ring	seal,	threaded	
locking	handles	and	a	strainer	
basket	of	_______	(ABS/perforated	
electro-polished	stainless	steel		
basket)	material.

•			The	strainer	body	shall	have	_____	
NPT	threaded	connections	and	
mount	directly	to	the	pump	body	by	
means	of	a	bolt,	flange	and	gasket		
seal,	or	6"	ANSI	Rated	125	lb.	bolt	
flanged	with	fusion-bonded	epoxy	
coating	on	all	wetted	cast	iron	
surfaces	unless	specified	for	in-line	
mounting	ahead	of	the	pump.	The	
strainer	body	shall	have	a	removable	
drain	plug	for	winterizing.

•		The	strainer	basket	shall	be	securely	
positioned	below	the	suction	inlet	of	
the	trap,	with	access	for	inspection	
and	cleaning	through	a	removable	
trap	body	lid.	The	trap	body	lid	shall	
be	secured	by	means	of	threaded	
locking	handles.	The	strainer	basket	
shall	have	perforations	which,	in	total	
area,	are	equal	to	6	times	the	open	
area	of	the	suction	pipe	into		
the	trap	body	inlet.

•			The	pump	strainer	shall	be	Sta-Rite®	
Model	No.	__________	.

proven performance under demanding conditions

Rugged	hair	and	lint	traps	from		
Pentair	Commercial	Aquatics™	are	
forged	from	cast	iron	or	red	brass	for	
heavy-duty	commercial	service.	6"	
suction	and	discharge	accommodates		
high-flow	performance	in	a	variety		
of	applications*.	ANSI	rated	flange		
bolt	pattern	permits	faster	plumbing		
and	installation.

Standard Features

•		Bronze	or	cast	iron
•		6",	8"	or	91⁄2"	trap	diameters

*Model 184/184C only.
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Hair and Lint trap dimensions†

pkg. 51/56 
For C, CC and D Series Pumps

pkg. 98/99
For C, CC and D Series Pumps

pkg. 184
For CSP/CCSP Series Pumps

†All	dimensions	shown	in	inches

catalog
number description

Basket
material

suction
port size

approx. ship
Weight (lbs.)

PKG51 6"	dia.	Cast	Iron	Trap	with	Basket ABS 2"	NPT 20
PKG56 6"	dia.	Bronze	Trap	with	Basket ABS 2"	NPT 20
PKG98 8"	dia.	Cast	Iron	Trap	with	Basket Stainless 3"	NPT 40
PKG99 8"	dia.	Bronze	Trap	with	Basket Stainless 3"	NPT 40
PKG76 	Cast	Iron	Flange	for	a	Remote	

Installation	of	8"	Trap
– 3"	NPT 4

PKG184 91/2"	dia.	Cast	Iron	1100	cu.	in.		
Hair	&	Lint	Strainer

Stainless 	 6"	ANSI		
Rated	Flange

180

PKG184C* 91/2"	dia.	Cast	Iron	1100	cu.	in.	
Hair	&	Lint	Strainer	(coated)

Stainless 6"	ANSI		
Rated	Flange

180

*	PKG184C	features	an	epoxy-coated	casting	for	corrosion	resistance

ordering information


