
QUICK START
GUIDE+

LOGIN OR SIGN-UP WITH THE RAYMOTE APP1

TURN ON THE AVIA 
HEATER2 CLICK MENU THEN 

ADD NEW DEVICE3

STAND CLOSE TO THE AVIA HEATER TO CONNECT TO THE 
RAYMOTE APP4

The CONNECT key 
displays the ID and 
connectivity status.

If you have not received 
the invitation email, try 
checking your Junk folder.



Make sure to have a 
strong Wi-Fi signal near 
the heater.

QUICK START
GUIDE+

CHOOSE YOUR WI-FI 
NETWORK AND ENTER 
YOUR PASSWORD

5 THE AVIA IS CONNECTING 
TO YOUR WI-FI6

NAME YOUR DEVICE TO COMPLETE THE SETUP 
AND ENJOY RAYMOTE CONTROL7
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Try these suggestions to improve your Wi-Fi signal:
• Confirm that your Wi-Fi signal strength is strong enough to reach the 

heater (walls and fences may affect Wi-Fi signal)
• Reduce distance between Wi-Fi router and the heater
• Add a Wi-Fi range extender
• Enable a new Wi-Fi access point
• For more support visit: www.raypak.com/raymote

HAVING TROUBLE CONNECTING YOUR AVIA?

Control your entire pool system with AVIA

Automates heat up time by learning pool size

Raymote mobile app – allows on-the-go 
control of your pool temperature and so much 
more

RAYPAK.COM/RAYMOTE


