
8. Place Swivel (item 25) onto Swivel Stand W/
Umbrella Holder (item 5) orienting as shown in
FIGURE 6. Place Screw (item 26) through Swivel
and Swivel Stand (4 places) as shown in FIGURE
6. Place ¼” Lock Washer (item 27) and ¼” Hex
Nut (item 28) onto Screw and tighten (4 places).
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9. Place Lifeguard Chair (item 30) onto Swivel.

Attach ¼” Lock Washer (item 27) and ¼” Hex
Nut (item 28) onto Lifeguard Chair studs and
tighten (4 places) as shown in FIGURE 6.
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10. Place Footboard (item 4) onto top of
Footboard Support Assembly (item 2).
Place Gasket (item 24) onto Footboard
and place PLS-204 Lifeguard Chair
Assembly on top of Gasket orienting
Umbrella holder towards rear of Lifeguard
Chair.

11. Align holes and place four (4) ½” Hex
Head Cap Screws (item 18) through
Footboard Support Assembly, Footboard,
Gasket and Lifeguard Chair Assembly.
Place ½” Plastic Washer (item 23), ½”
Flat Washer (item 19), ½” Lock Washer
(item 20) and ½” Hex nut (item 21) over
Hex Head Cap Screws and tighten Hex
Nuts as shown in FIGURE 7. Place ½”
Plastic Nut Cap (item 29) over Hex Nuts
four (4) places.

12. Tighten all fasteners being careful to compress all lock washers and no further.
Excessive tightening of fasteners results in damage to tubing and related parts
voiding warranty and creating an unsafe structure.
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SAFETY & MAINTENANCE INSTRUCTIONS 

• Periodically inspect the Portable Lifeguard Stand to assure
there are no worn parts and that all hardware is properly
tightened.

• All stainless steel parts require periodic maintenance.  Polishing
with a cotton cloth and a Windex-type product maintains the
finish and restores luster.

• Use non-abrasive soap and water.  Avoid harsh chemicals and
disinfectants.  Always read the label instructions on any cleaner
carefully before applying it to a surface.

FIGURE 6 

FIGURE 7 

Swivel Installation


